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Waterproof Brass Cable Gland Waterproof Brass Cable Gland

g =8 / Specification Parameter

B{7 Unit : mm

RS PR Taf=zpeles BN IBoHE GL EoEH R
Order number Item Range Thread O.D. Thread Length | Joint Length Spanner Size
GM-BNP8 M8x1 2-5 8 5 16 12
GM-BNP10 M10x1 3-6.5 10 6.5 19 14
GM-BNP12 3-6.5 12 6.5 19 14
M12x1.5
GM-BNP12-8 4-8 12 8 19 17
GM-BNP14 M14x15 41-8 14 8 19 17
GM-BNP16 4-8 16 8 20 18
Mlex1.5
GM-BNP16-10 5-10 16 8 21 20
GM-BNP18 5-10 18 8 21 20
~ - M18x1.5 - -
GM-BNP18-12 6-12 18 8 22 | 22
GM-BNP20 6-12 20 8 227 22
M20x1.5
GM-BNP20-14 10-14 20 8 23 24
GM-BNP22 M22x15 10-14 22 8 23 24
GM-BNP24 M24x1.5 10-14 24 9 25 24127
GM-BNP25-14 10-14 25 9 25 24/27
GM-BNP25-16 M25x1.5 12-16 25 9 27 27
GM-BNP25-18 13-18 25 9 27 30/27
GM-BNP27 M27x1.5 13-18 27 9 27 30
GM-BNP28 M28x1.5 13-18 28 9 27 | 30
HE Overview GM-BNP30 M30x1.5 13-18 30 9 29 30/32
- _ - - _ _ | _ GM-BNP32 15-22 32 10 29 | 35
® UHHIHE - L0 EIHF Metric |, @SS PG |, B8IF G, EEHF NPT @® Screw snecifications: metric tooth Metric, German tooth PG, control tooth G, M32x15 ‘
= _ | - : . Arnerican tooth NPT GM-BNP32-25 18-25 32 10 31 40
® FoffE - EEEMEHE -_ﬁﬁ%ﬁﬁjﬁﬁ , EEHFEHERER (PA) BllAk , ® Material: The metal parts are maoe o1 brass nicke| piated, the clamping parts _GM—BNP?:B 5 M33 ;1_5 - i5_22 o 33 10 il 29 | 35 -
EEE O BEHESSA T IetEB (NBR) Sk ; are made of nylon plastic (PA), and the seals and O—rings are made of nitrile - : ' : " i
® oAk ;- B CE DAUE, EXiH ROHS AuE. B REACH AL ; rubber (NBR): GM-BNP36 M36x1.5 18-25 36 10 31 40
. . . . _ e e p ® Product certification: European CE certification, European ROHS certification, ' 2
o BPSS RN EEER , FEMH 0 RENEIHERL . BT | pooce REACH e GM-BNP37 M37x15 18-25 37 10 31 40
IP68-10 BE; ® Degree of protection: within the specified bayonet range, and tighten the GM-BNP40-25 A AnL 18-25 40 11 31 40/45
® T{BE: % :40CH 100T, [GafiEX 120T; #5 : -20TH neac: With an D-ring to-achieve 1PG8-10.Der.presstre; GM-BNP40-30 : 22-30 40 11 35 45
N ® Working temperature: static; —40 °C to 100 °C, short time up to 120 °C;
807C , J@HtEhA 100°C ; dynamic: —20 °C to 80 °C, short time up to 100 °C:; GM-BNP42 M42x1.5 22-30 42 11 35 45
® =M R EMSEEEMMNENZ ST B Bl EflSrHER ® Product features: special clampin;:ﬁ;aw and clamping ring concave and GM-BNP47 MA47x15 J5_33 A7 11 37 50
- . n . . N convex design, easy to assemble with tight head, convenient clamping cable
ERBYTEEA. nhoom,. ook, B0, e, Wil S, HiSM range, strong tensile strength, waterproof, dustproof, salt resistant, acid and GM-BNP4S M48=1.5 25-33 48 11 37 50/52
—HR= i alkali resistant , alcohol, grease and general solvents; GM-BNP50 M50x15 37.38 50 13 37 57/55
® [SHE5E FEUMES 7K L BN ERE =R | L OTseaE  B— ® How to use: The metal cable waterproof connector |s the accessory
" : * e E;lq%-wﬂﬁﬁﬁ iml ﬁh " _% = product of the cable. The connector can lock the cable, the other end can GM-BNP54 M54x1.5 32-38 54 13 38 57
wAEARSEER L e LIREERRIGE R DopPemisEsneeE T, be connected to the equipment box, or it can be connected to the electric 1 GM-BNPE0 ] M60x15 [ 3744 | 60 14 | 28 1 64 1
device with internal thread according to the selected thread. ] i : |
GM-BNPG63 M63x1.5 37-44 63 14 38 64/68
%ﬁ / Chart GM-BNP64 Mb64 x2 3744 64 14 38 64/68
GM-BNP/2 42-52 72 16 42 78
M72x2
GM-BNP/72-58 48-58 72 16 47 78
-
AEE OiE ERE Fem GM-BNP/75 M75x2 42-52 75 16 427 18/80
Heaing Ut C-Airg bor e . GM-BNP80 M80x2 55-62 80 18 45 88
GM-BNP88 M88x2 65-70 88 18 45 94
! M100x2 M100x2 7/8-84 100 20 53 110
G)
LS o{RIEEFSLiRERTER, BalEs , WHEBEE !

According to the actual needs of customers, special customization, welcome to inquire|




BB 4FHKEL

Waterproof Brass Cable Gland

BB 4FHKEL

Waterproof Brass Cable Gland (€ RoHS IP68

CE RoHS 1P68

EHRY PG E2F27) / PG thread type

B4 Unit : mm

LIRS I BEEE BIMZ |oEE GL ESEEH R
Order number Item Range Thread O.D. Thread Length Joint Length Spanner Size
GM-BNPG7/ PG/ 3-6.5 I 125 7 19 14/15
GM-BNPG9 PGY9 4-8 15.2 8 20 1/7/18
GM-BNPG11 PG11 5-10 18.6 8 21 20/21
GM-BNPG13.5 PG13.5 6-12 204 8 22 22/23
GM-BNPG16 PG16 10-14 225 9 23 24125
GM-BNPG19 PG19 10-14 25.0 9 25 24127
GM-BNPG21 PG21 13-18 28.3 9 27 30
GM-BNPG25 PG25 15-22 320 10 29 35
GM-BNPG29 PG29 18-25 37.0 11 31 40
GM-BNPG36 PG36 25-33 47.0 11 37 50
GM-BNPG42 PG42 32-38 54.0 13 38 5/
GM-BNPG438 PG48 37-44 59.0 14 38 64

| GM-BNPG63 PG63 42-52 7120 16 42 78

RIEFEFERMERTR. BAIER , WilkEEEs !

According to the actual needs of customers, special customization, welcome to inquire!

HE Overview EHIRY G BRI / E=HBES NPT B2 %751 /G thread typel NPT thread type {7 Unit : mm

LT RRS

=R

Spanner Size

EoEEH
Joint Length

AT
Thread O.D.

REEGL
Thread Length

® SIS - oMEIF Metric |, 8HIF PG , B8 G, =H5F NPT:
@ =EHHE  £EEMEEAERERESEE , EEHEHEEER (PA) H6k

@ Screw specifications: meatric tooth Metric. German tooth PG, control tooth G.

Armarican tooth NPT: Order number

® Material: The metal parts are made of brass nickel plated, the clamping parts 0 A
EEMERD O SIS T SR (NBR) Sk ; are made of nylon plastic (PA), and the seals and O-rings are made of nitrile GM-BNPG1/2 1/2" 6-12 20.9 8 - 22123
® F=SEIAE : B CE AN, B ROHS IAME. B REACH AV ; rubber (NBR); GM-BNPT1/2 6-12 212 8 22 22/23
. _ . i v 152 ® Product certification: European CE certification, European ROHS certification,
® BiirEE . THERNFRLEREN , FER O BFESEERBEE L | X5 Eurapaan REACH certificatian; GM-BNPG3/4 ) 13-18 264 9 25 30
IP68-10 B ; ® Degree of protection: within the specified bayonet range, and tighten the GM-BNPT3/4 3/ 13-18 26.5 9 25 30
® TEEE: #ax%- A0TCH 100T 5 e iE) ik 120C s -20 CE head with an O-ring to achieve IP68-10 bar pressure; i
e ' T @ Working temperature: static: —40 °C to 100 °C, short time up to 120 °C; GM-BNPG1 18.75 332 10 29 AD
80°C , FEATElA 100C ; dynamic: —20 °C to 80 °C, short time up to 100 °C; j - -
® EEM  EEEE N SEEEMOEN ST  EASia B R SEH{ER @ Product features: special clamping jaw and clamping ring concave and A GM-BNPT1 18-25 I 33.2 J 10 | 29 i 40 i
et - . ih . N convex design, easy to assemble with tight head, convenient clamping cable < s
ERBYTEEA. nhoom,. ook, B0, e, Wil S, HiSM range, strong tensile strength, waterproof, dustproof, salt resistant, acid and GM-BNPG1/4 1-1/4" 25-33 41.9 11 35 >0
—HR= i alkali resistant , alcohol, grease and general solvents; GM-BNPT1/4 25-33 419 11 35 50
® 5 - B SRR | L TTisE = M ® How to use: The metal cable waterproof connector is the accessory
fn esdias At nn E;l: iﬂﬂﬁﬁi :j_ﬁ product of the cable. The connector can lock the cable, the other end can GM-BNPG1-1/2 . 32-38 47.8 12 37 57/55
AEARSEA L BALIRERARIUEANEH PANSmEaneE . be t::nnnan:tgd to the equiprnent t?rr:n::-:r or it can be connected to the electric GM-BNPT1-1/2 1-1/2 37.38 480 12 37 57/55
device with internal thread according to the selected thread.
GM-BNPG2 i 37-44 59.6 14 38 b5
138 / Chart GM-BNPT2 37-44 60.0 14 38 65
GM-BNPG2-1/2 42-52 5.1 16 42 17
2-1/2"
Alt 48 BEE LT CRs ERKE O iR i — — 10 2 7
Sealing Nut Plastic claw NBR Seal ~-ring Lock nut GM-BNPGS3 65-70 87.8 18 45 94
'3II
GM-BNPT3 65-70 88.6 18 46 94
éj:‘- oiREFInERTER,. SAlEsH |, WilkEREg !
According to the actual needs of customers, special customization, welcome to inquirel




HiEREEALmPhKEk

Through Type Waterproof Brass Cable Gland

HiEREEBLfhKEk

(€ RoHS IP68 Through Type Waterproof Brass Cable Gland

CE RoHS IP68

EEE M F7%1 / Straight type M series

B4 Unit : mm

LRSS FeERANTE ISAEEE =M IEsUE GL EoEEH mFR
Order number Item Range Thread O.D. Thread Length | Joint Length Spanner Size
GM-S5TM12Z M12x1.5 3-6.5 12 6.5 19 14
GM-STM16 M16x1.5 4-8 16 8 20 18
GM-STM18 M18x1.5 5-10 18 8 2] 20
GM-STM20 M20x1.5 6-12 20 8 22 22
GM-STM22 M22x1.5 10-14 22 8 23 24
GM-STM27 M27x1.5 13-18 27 9 27 30
GM-STM28 M28x1.5 13-18 28 9 27 30
GM-STM32 M32x1.5 15-22 32 10 29 35
GM-STM36 M36x1.5 18-25 36 10 31 40
GM-STM37 M37x1.5 18-25 37 10 31 40
GM-STM47 M47x1.5 25-33 47 11 37 50
GM-STM48 M48x1.5 25-33 48 11 37 50/52
GM-STM54 M54x1.5 32-38 54 12 38 57
GM-S5TM60 Me0x1.5 37-44 60 13 38 64
GM-STM63 M63x1.5 37-44 63 14 38 64/68
GM-STMb64 M64x2 37-44 64 14 38 64/68

i Overview TREEFIINERER, SIS , WlRass

According to the actual needs of customers, special customization, welcome to inquire!

® EEHIE - 44T Metric , BT PG , 87 G . SEHITF NPT; @ screw teeth specifications: metric teeth Metric, German teeth PG, control

® —RtifE - EEED HE RSk | SEREREIRERL (PA) Sk teeth "3 the United States teeth NPT _ | |

EHCHONESWSRETMOR (BNME: | Ml e s of s ol g, g s e o SiEE PG %51 / Through type PG series ——

@ Operating temperature: static: —40 C to 100 *C, short time up to 120 T
Dynamic: =20 °C to 80 °C , a short time up to 100 °C

@ Features: special clamping claw and clamping ring embossed design, with
the tight head assembly convenient time, clamping cable range, strong

tensile strength, waterproof, dustproof, salt, acid Alkali, alcohol, grease and

80°C , fgHdiElE 100C;
® T R RENSKERVOENZ=T AR L EREnEH |
KE BYGEER. MAChTREE. Bk, o4, fish, Wi, B, B

HERS P ERiE & IBEINE

EsE GL EoEEH mFERT
Thread Length | Joint Length Spanner Size

Order number [tem Thread O.D.

g b —H=iaarl ;
. CRIIE : SMARMAIEERRACE 5 | SELAISReR ; 5 L] Ellhles:riesﬂr:tbglé waterproof connector is a matching product of the cable e ! e — ! - o
_.'In.l.l'.l " % L : i : h - _i 5 e i I [}
Hnﬁﬁ%hﬁﬁ%ﬁi A LA IR EGR N\ AR AT ] the connector can be locked cable, the other end can be connected to the GM-5TP3 PGYI 4-8 15.2 8 20 17/18
rE L, equipment box, can also be selected according to the selection of threaded GM-STP11 PG11 510 186 g 27 20/21
access to the internal thread of the electric equipment. '
GM-STP135 PG13.5 6-12 204 8 22 22/23
GM-STFP16 PG16 10-14 225 9 23 24/25
£13E] / Chart
= . l GM-STP21 PG21 13-18 28.3 9 27 30
GM-STP25 PG25 15-22 32.0 10 29 35
1_'-:....2_'_ 1 GM-STP29 PG29 18-25 37.0 11 31 40
AR B BRI Cot it - GM-STP36 PG36 25-33 47.0 12 37 50
Sealing Nut Plastic claw NBR Seal N
‘-?i - & GM-STP42 PG42 32-38 54.0 13 38 57
g |
-5;;?; GM-S5TP48 PG48 37-44 59.3 14 38 b4
L | B S
VR oiREFLnEREER,. BAlES , ks EE !
E 4 © According to the actual needs of customers, special customization, welcome to inquire!

AG




SEBLGHKEL (MNKE)

Metal cable waterproof connector (long type)

SEBLHKIEL (MNKE)

Metal cable waterproof connector (long type)

CE RoHS 1P68 CE RoHS IP68

Hi1g=8&] / Specification Parameter

B4 Unit : mm

SRS FERAIE iSFEEE SFEME SFEU<E GL ESEEH RER T
Order number Item Range Thread O.D. Thread Length | Joint Length Spanner Size
GM-LMSL M8x1 2-5 8 8 16 12
— _7‘{ GM-LM10L M10x1 3-6.5 10 10 19 14
i GM-LM12L M12x1.5 3-6.5 12 10 19 14
S GM-LM14L M14x1.5 4-8 14 12 19 17
== GM-LM16L M161.5 4-8 16 12 20 18
===
ﬁ :__-:'i___-'_ % GM-LM18L M18x1.5 5-10 18 12 21 20
S
R Lr__j:-';_:’é GM-LM20L M20x1.5 6-12 20 17 22 27
———
GM-LM22L M22x1.5 10-14 22 12 23 24
GM-LM24L M24x1.5 10-14 24 17 25 24727
GM-LM25-14L 10-14 25 12 25 24727
s M25x1.5
GM-LM25-18L 13-18 25 12 27 30727
GM-LM27L M27x1.5 13-18 27 12 27 30
GM-LM28L M28x1.5 13-18 28 12 27 30
GM-LM30L M30x1.5 13-18 30 12 29 30/32
m Overview GM-LM32L M32x1.5 15-22 32 14 29 35
® STHIEE - T Metric |, @EEISF PG |, B%IF G , =HTF NPT: ® Screw specifications: metric tooth Metric, German tooth PG, control tooth G, GM-LM33L M33x1.5 15-22 33 14 29 35
. ! 7 : American tooth NPT,
® =ootdff & EingE : HE PA ‘ | = ?
i ﬁﬁﬁﬂ‘fi%ﬁi VRG-SR FPSR PRI (PA) BA ® Matenal: The metal parts are made of brass nickel plated, the clamping GM-LM36L M36x1.5 18-25 36 14 31 40
FEEEH O EEHEEHE | i§EE (NBR) Sk ; parts are made of nylon plastic (PA}, and the seals and O-rings are made of CM-L M37L M37%15 1895 17 14 31 40
® F=EIAIE B CE M, EXi ROHS IAGE. B REACH IAIE; nitrile rubber (NBR); '
: . : - S e T ® FProduct certification: European CE certification, European ROHS GM-LMA0-251 18-25 A0 15 31 A0/45
® RS | wHlERI RLBEM , FHER O HEHERERER , X3 certification, European REACH certification: M40x1.5
IP68-10 Bl ; ® Degree of protection: within the specified bayonet range, and tighten the GM-1MA40-30L 22-30 40 15 35 A5
® T {c; - B - -40TCHI100T FEZx 120C : F1%: -20CH head with an O-ring to achieve |P68-10 bar pressure;
LIFRE : B = S A L3 ® Working temperature: static: —40 °C to 100 °C, short time up to 120 °C; GM-LM42L M42x1.5 22-30 42 15 35 45
80°C , 7EATAIA 100C ; dynamic: —20 °C to 80 °C, short time up to 100 °C;
® TR  BEEEEN SEERMMENZIET SRS Em S EwF | ® FProduct features: special clamping jaw and clamping ring concave and GM-LM4 7L M47x1.5 25-33 47 15 37 >0
b o e g ik i 3 s convex design, easy to assemble with tight head, converient clamping cable
RABYGEREA, Frrnsg, AFK. B, s, Wi, B, s range, strong tensile strength, waterproof, dustproof, salt resistant, acid and GM-LM43L M48x1.5 25-33 48 15 37 20/52
R —Ra ; alkali resistant , alcohol, grease and general snlvenlts; GM-L M50L M50x15 32-38 50 15 37 57/55
® EEAE - SEESIKEL SRR ESR | Sl aiEsaislE 2 = lisage: The mTetal cable waterproof connector 1s the accassnrzprnduct
. ) . s e . B of the cable. | he connector can lock the cable, the other end can be GM-1LM54L M54x1.5 32-38 54 15 38 57
—imEENRERE L, Ba LUREIERREUE N H L AN IRRATE ) connected to the equipment box, or the electric device with the thread can
e be connected to the internal and external thread according to the selected GM-LMG0L M60x1.5 37-44 60 16 38 64
thread;
GM-LMG&3L M63x1.5 37-44 63 16 38 b4/68
m ! Chart GM-LM64L Mbdx2 37-44 64 16 38 b4/68
GM-LM72L M72x2 42-52 72 18 427 78
AEE g BE LS T EEﬂé_ﬁ GM-LM7/5L M75x2 42-52 75 18 47 78/80
Saaling Mut Flastic cl MNBR Seal
b it GM-LM8O0L M80x2 55-62 80 20 45 38
GM-LMS88L M88x2 65-70 88 20 45 94
= GM-LMI100L M100x2 78-84 100 22 53 110
UL EatmEnni<Biiig | aiEEZEE PGE, GE |, PNT B, tiREEFESHERES,

AG

Above for the standard lengthened specifications, including more models: PG type, G type, PNT type. Can be customized according to any length and maodel.




ELE )Y 8528 C€ RoHS P63 EERR R FIRG7K R C€ RoHS 1P68

Silicon Rubber Insert Type Cable Gland Silicon Rubber Insert Type Cable Gland

H1E=8&) / Specification Parameter EA{7 Unit : mm

o HIEREY =EEE @ Sl otk

Metric thread Scope of application Thread length GL Joint length H

M12x1.5 4-7 7 21
M1b6x1.5 4-11 7 25
M18x1.5 4-11 d 25
M20x1.5 5-14 8 29
M22x1.5 5-14 8 29
M25x1.5 11-20 9 30
M32x1.5 15-25 10 32
MA0x1.5 22-32 11 35
M50x1.5 31-42 13 37
M63x1.5 41-51 14 | 40
M72x2 50-54 16 47
fAEIER =EoE O 374313 FEokE
German thread Scope of application ength GL loint length H
PG/ 4-7 7 21
PG9 4-11 7 25
PG11 4-11 7 25
PG13.5 5-14 8 29
PG16 5-14 8 29
m Overview PG21 11-20 9 30
® TEHE - SRR, @ Material: brass nickel plating i e 10 o
® EEB: EEG @ clamping nng: silica gel G i PG36 _ 22-32 1 11 ! 35 )
O HE  HEG: @® Sealing ring: Ei.”'.:nn? G - PG42 31-47 13 37
® F=RIAIE : B CEIAE, B ROHS IATE. EXM REACH kiE; L e PGAS 41-51 14 40
® [{FREE : - 60T - +250T; ® Operating temperature: — 60 °C — + 250 °C
® WHRE : IEHIE , EaheEell , IGEEEEH | eFSE | FAHEE , NE @ Applications: control of motor, motor, lighting equipment, refrigeration and =i £y EETEE ¢ Sy
Hitiss , =/ DHizSEE , BlEH , NP Bgmi TR air conditioning, household appliances, measuring machinery and equipment, Control thread Scope of application Thread length GL
= automotive [/ marine equipment with, communications equipment, and
outdoor wire and cable engineering and other harsh environment. G1/4 47 / 21
G3/8 4-11 7/ 25
G1/2 5-14 8 29
ﬁﬁ / Chart G3/4 11-20 9 30
G1 15-25 10 32
G1-1/4 22-32 11 35
G1-1/2 31-42 13 37
05 P W 1k oL o8 G2 41-51 14 40
Sealing Nut Seals Body O-ring Lock nut
SEFIERAY SFGoE @ | ESEE
American thread Scope of application Thread length GL Joint length H
/x\ NPT1/4 4-7 7 21
NPT3/8 4-11 7/ 25
@ NPT1/2 5-14 8 29
NPT3/4 11-20 9 30
\i NPT1 15-25 10 32
NPT1-1/4 22-32 11 35
NPT1-1/2 31-42 13 37
NPT2 41-51 14 40

ARIEEFSEMERTER. BRI  WiskE & !

According to the actual needs of customers, special customization, welcome to inquire!




EMC B € B Rikbh7KcEEk

EMC type metal shield waterproof joint

EMC B &5 FFilPh7xiEsk

(€ RoHS IP68 EMC type metal shield waterproof joint

CE RoHS IP68

F i
{SHIRA PG 251 / PG thread type 847 Uniit : mm
LuhlIEREN P il R ISEEE O e EoEE
Metric thread German thread Scope of application Thread length GL Joint length H
3-6.5 6.5 21
M12x1.5 PG/ -
4-8 8 21
3-6 8 25
M16x1.5 PGY9 4-8 8 25
5-10 8 25
M18x1.5 PG11 5-10 8 25
6-12 8 29
M20x1.5 PG13.5
10-14 8 29
M22x1.5 PG16 10-14 8 29
10-14 9 30
M25x1.5 12-16 9 30
PG21
13-18 9 30
15-22 10 32
M32x1.5
PG29 18-25 10 32
18-25 11 35
M40x1.5 22-30 i | 35
PG36 25-33 i | 35
iz Overview M50x1.5 PGA42 32-38 13 39
® i . EiEE ; @ Material: nickel plated brass; PG48 37-44 14 40
@ =it - SEFEEEE PAG6, UL94-V2 @ Clamping parts: nylon plastic PA66, UL94-V2; Mb3x1.5
® SHiit - THESEL. Eish: ® Seal: nitrile rubber, silicone rubber: ) 42-52 14 40

® Waterproof ring: nitrile rubber, silicone rubber;
® Waterproof rating: IP68-10 bar pressure;

® Working termperature; static: —40 C to 100 °C, short time up to 120 °C ; Sl ==y
dynaric: —20 °C to 80 °C , short time up to 100 °C ; Control thread American thread

® [A7KE - T HEEE. iRk
® [H7kES - IPe8-10 BRE
® TIEEE :BE :-40CR100C, 5ELHA120TC : sh7%:-20CE

IaFEE @ B EotE
Thread length GL

Scope of application loint length H

80T , IEHHEhA 1007 ; ® Application characteristics: It is suitable for the occasions where the cable is
® WS i EETHENEE | e ER RS, sealed and the tension is particularly required,
41-8 8 21
3/8 3/8 5-10 8 25
Z13E / Chart 6-12 8 29
1/2 1/2
10-14 8 29
10-14 9 30
A RN BB CRidif Dtk ERRCE R FRS K GHIE 3/4 3/4 12-16 9 30
Sealing Nut Plastic claw NBR Seal Body Shielding Spring O-ring Lock nut
13-18 9 30
1 1 18-25 10 32
m 1-1/4 1-1/4 25-33 11 35
= 1-1/2 1-1/2 32-38 13 39
\ﬂ 37-44 14 40
2 Zz
42-52 14 40




Z FLEIPA7KIESL

Porous Waterproof Connector

ZFLEPH7KIEL

Porous Waterproof Connector

CE RoHS 1P68 CE RoHS IP68

{48 =8 / Specifications

B4 Unit : mm

i=;EE Cable Range

LIRS T Ea s
Order number [tem

GM-P12 M12x1.5 / 3-1.2 26-1.7 2.3-1 / / / /
GM-P16 M16x1.5 / 4-1.6 2.6-1.2 2.3-1 2.5-1 2-1 / /
GM-P18 M18x1.5 6x10 3.5-2 4-16 3-1.2 2.6-1.5 2.2-1 / /
GM-P20 M20x1.5 5x11.5 5.3-1.5 5-2 4.2-1.7 3-1.2 3-1.2 3-1.2 3-1.2
GM-P22 M22x1.5 6x14 6-2.5 3.5-1.5 45-2 / / / /
GM-P25 M25x1.5 bx14 8.7-4 8-4 5-2 3.5-1.5 3.5-1.5 3.5-1.5 3.5-1.5
GM-P27 M27x1.5 7x18 8.7-4.5 5-2 7-3.5 3.5-1.5 3.5-1.5 3.5-15 3.5-1.5
GM-P32 M32x1.5 8x22 10-5 10-5 9-45 8.0-4.0 8.0-4.0 6-3 /
bR Overview GM-PP7 PG7 / 312 | 2612 | 234 / / / /
@ IR  FEHE Metric , #EFIF PG |, 28I NPT , EFlF G ; @ screw teeth specifications: metric teeth Metric, German teeth PG, US teeth
® =5HE - SEDHEHESEEELRE  EEHEREEEEE (PA) S5 NPT, control teeth G GM-PP9 PGY /4 4-1.6 26-1.2 2.3-1 25-10 2.5-1.0 / /
BEHH] O MEHEISEA TIEEE: (NBR) S5 ; @ Matenal: metal parts made of brass nickel plating, clamping parts made of
' = 5 e nylon plastic (PA), seals and O-ring are made of nitrile rubber (NBR) made.
© PRERIAL : BN CEE, KR ROHS WALk, BUMREACHVME: @ Product Certification: European CE certification, the European ROHS GM-PP11 PG11 6x10 | 352 | 416 | 312 | 2615 | 2615 / /
® PSR  THERRLEEA , FiEd O BESNEIERa Rk , 53 certification, the European REACH certification.
IP68-10 BT ; ® Protection class: within the specified bayonet range, and use the O-ring to
® BiEfs - e tighten the head, to IP68-10 bar pressure. GM-PP13.5 PG13.5 5x11.5 5.3-15 3.5-15 4.2-1.7 4.2-1.7 4.2-1.7 / /
® T{EBE:#31:--40TH 100 . ErEZE120T : 51 -20CEH @ Color type: metallic color
80°C , 4BRiEkA 100 ® Operating temperature: static: — 40 °C to 100 °C , short time up to 120 °C .
s R Dynamic: —20 °C to B0 °C , a short time up to 100 °C GM-PP16 PG16 6x14 6-2.5 3.5-1.5 4.5-2 / / / /
o FEIE'”%‘EE Fﬁ%ﬁﬁﬁ%ﬁﬁﬂﬂﬁ]%}?ﬁf BeEE RS R ET (=R @® Product features: special clamping claws and clamping ring embossed
RARBUERA, marieE, bk, b= « MEEE, GERRIEES A design. With the tight end of the assembly time and convenience, clamping
—a ; cable range, strong tensile strength, waterproof, dust ~ salt, acid, alcohol GM-PP21 PG21 7x18 8.7-4.5 5-2 7-3.5 3.5-1.5 3.5-1.5 3.5-1.5 /
® SHEHTfL : §2-8 MLY%, BETRAZHGETT , G IREHEIR and oil and general solvent.
EFiRkGENE EANEEIES @ A variety of holes: 2-8 holes of wire, cable—specific outlet design, so that
@ 51 aIEEET,, EnaEExesy 4 - MEHHE. msME. Tl each cable to get the best waterproof insulation effect, and not intertwined GM-PP23 PG23 8x22 10-5 10-5 9-4.5 8-4 8-4 6-3 /
s : bl s : g with each other.
@ MNote: For more holes. Please specify the relevant parameters, such as:
model specifications, cable diameter, number of hales and so on. GM-PP1/2 G1/2 2*11.5 2.3-1.5 >-2 4.2-1.7 3-1.2 3-1.2 3-1.2 3-1.2
gﬁﬁ f Chart GM-PP3/4 G3/4 /%18 8.7-45 5-2 7-3.5 3.5-1.5 3.5-1.5 3.5-1.5 3.5-1.5
B 25T BEL GM-PP1 G1 8x22 10-5 10-5 9-45 3-4 8-4 6-3 /
Clampingring  Clampingclaw  Tight head

PODOD® O

ARIEEFSEMERTER. BRI  WiskE & !

According to the actual needs of customers, special customization, welcome to inquire!




AN LR IESL

Stainless Steel Cable Waterproof Joint

AR LRPH7KEESk

Stainless Steel Cable Waterproof Joint

CE RoHS 1P68 CE RoHS IP68

g =8&) / Specification Parameter

B4 Unit : mm

1 RS F=EIE ISFEE SBINZ IEOHKIE GL EEEEH iESE]
Order number | Thread O.D. Thread Length | Joint Length Spanner Size
GM-558 M8x1 2-5 8 5 16 1.
GM-SS510 M10x1 3-6.5 10 6.5 19 14
GM-S512 3-6.5 12 6.5 19 14
M12x1.5
GM-5512-8 4-8 12 8 19 )
GM-5514 M14x1.5 4-8 14 8 19 17
GM-5516 4-8 16 8 20 18
Ml6x1.5
GM-S5516-10 5-10 16 8 21 20
GM-5518 5-10 18 8 21 20
M18x1.5
GM-5518-12 6-12 18 8 22 22
GM-5520 6-12 20 8 22 22
M20x1.5
GM-5520-14 10-14 20 8 23 24
GM-5522 M22x1.5 10-14 22 8 23 24
GM-5524 M24x1.5 10-14 24 9 25 24127
GM-5525-14 10-14 25 9 25 24727
GM-5525-16 M25x%1.5 12-16 25 9 27 27
m Overview GM-5525-18 13-18 25 9 27 30/27
GM-S5527 M27x1.5 13-18 27 9 27 30
® L « 4T Metric , EIF PG |, 87 G, =HF NPT ; @ Specification of screw teeth: Metric dental Metric, German tooth PG, GM-SS28 M28x15 13-18 78 9 27 30
® =RHE : SEICEEAENSIR , B HEAEEEE (PA) SR |, B control tooth G, American dental NPT
E;‘;ﬂ Ei@iﬂ“ 215 TR (NBR) 15 - ® Material: the metal parts are made of brass plated nickel, the clamping parts GM-5530 M30x1.5 13-18 30 9 29 30/32
® ST - EElJﬂiEJ B ROHS LG, Bl REACH SAGEE - aradma?amgl;qnylnn plastic (PA), and the sealing parts and o-ring seals are GM-SS372 e 15-22 32 10 29 35
made o : x].
® [iiRESR  AENRLEEEN , &R O BEsEnieRings, , k3 ® Product certification: European CE certification, European ROHS GM-5532-25 18-25 32 10 31 40
1P68-10 BEE7 | certification, European REACH certification GM-SS33 M33x1.5 15-22 33 10 29 35
® [{FREE:B<E:.-40TCH100T , FEEIIX120T ; shE : -20CTH @ Patent: utility model patent, the patent number is ZL 201020530888.7 Level - —_— —
80T . &aEdiElA 1007 : of protection: within the specified range, use O — type sealing ring to tighten GM-5536 M36x1.5 18-25 36 10 31 40
® RN R E N SR EENHE S A LR L EE the head and reach the 1p68-10 bar pressure. GM-SS37 M37x1.5 18-25 37 10 31 A0
s i ' ~ * g ' ® Working temperature: static: — 40°C to 100°C , a short period of time up to 120 °C
M—Hias ® Product features: special clamping claw, and the design of the clamping GM-S540-30 22-30 40 11 35 45
® FHAZE  EENIKELREENNEESR , EL0EEREE 5 ring is concave and convex clasped, forced to cooperate with tight
TR N BEAIR L , (o] LRI A S (1 R IF head assembly time-savers, cable clamping range is big, strong tensile Ve Ao =il i 2 12 o
A resistance, can waterproof, dustproof, salt resistance, acid and alkali GM-5547 M47x15 25-33 47 11 37 50
resistant, alcohol, grease and common solvent. GM-5548 MA8x1 5 2533 A8 11 37 50/52
® Method of use: the metal cable waterproof connector 15 the product of form
a complete set of the cable, connector cable can be lock, the other end can X GM-5550 M50x1.5 32-38 20 13 37 5?{' 25
access devices on the box body, also can choose thre.ad access according GM-SS54 M54x15 3238 54 13 38 57
to the import and export for the internal thread of electric devices,
GM-5560 M60x1.5 37-44 60 14 38 64
GM-5563 M63x1.5 37-44 63 14 38 64/68
f:l:ﬁ 3
=B I Chart GM-5564 Mbdx2 37-44 64 14 38 64/68
GM-5572 42-52 72 16 4 78
M72x2
GM-S572-58 48-58 72 16 47 78
1 GM-SS75 M75x2 472-52 75 16 427 18/80
B C EfA7K F -
Hﬁ? nﬁﬂ N;ﬁ; gﬂﬁﬂ.: Ln?kzt GM-S580 M80x2 55-62 80 18 45 88
= GM-5588 M88x2 65-70 88 18 45 94
GM-55100 M100x2 78-84 100 20 53 110
1
*
o) ORIEEFREEER, BRI , WkkEEE !
L According to the actual needs of customers, special customization, welcome to inquire!




AN LR PA7KEESk

Stainless Steel Cable Waterproof Joint

AR LRPH7KEESk

Stainless Steel Cable Waterproof Joint

CE RoHS 1P68 CE RoHS IP68

EHB4 PG 2751 / PG thread type

B4 Unit : mm

RS Al ERTE | BENE e BAKE wERY
Order number [tem Range Thread O.D. | Thread Length GL| lJoint Length H Spanner Size
GM-55G7 PG/ 3-6.5 12.5 7 19 14/15
GM-55G9 PGY9 4-8 15.2 8 20 17/18
GM-55G11 PG11 5-10 18.6 3 21 20/21
GM-55G13.5 PG13.5 6-12 204 3 22 22/23
GM-55G16 PG16 10-14 22.5 9 23 24/25
GM-55G19 PG19 10-14 250 9 25 24727
GM-55G21 PG21 13-18 28.3 9 27 30
GM-55G25 PG25 15-22 320 10 23 35
GM-55G29 PG29 18-25 37.0 11 31 40
GM-55G36 PG36 25-33 47.0 i R 37 50
GM-55G42 PG42 32-38 54.0 13 38 57
GM-55G48 PG48 37-44 59.0 14 38 64
GM-55G63 PG63 42-52 720 16 42 78

i Overview AREEFSCRREREER, BRI , kA |

® WS - T Metric , EHEIF PG |, B85 G, S=HIF NPT ; @ Specification of screw teeth: Metric dental Metric, German tooth PG, According to the actual needs of customers, special customization, welcome o inquire’

@I 1 SNRFEUARINEIE ; SRS TR (s 2 @ Ehi;tt;ilallff::e E';;:z::tasnaf: ?nt:::igz: brass plated nickel, the clamping parts

-iiﬁg gﬁiﬁ?ﬁ“ Jﬂf::ﬂﬁriilrfi:;mﬁﬁw REACH AEE - are made of nylon plastic (PA), and the sealing parts and o-ring seals are ﬁﬂmﬂ G ﬁﬁj / iﬁjm NPT ﬂﬁ;ﬂ / G thread tYPE/N PT thread type PAKY Unit - mm

® [HiFES  EAUERIRLEER , FHER O EEHEIERA R,
IP68-10 BFES ;

® T{FEE: 8% -40TH100T, |EtEIIX120TC ; zhE :-20TH

made of NBR.
® FProduct certification: European CE certification, European ROHS

certification, European REACH certification
@ Fatent: utility model patent, the patent number is ZL 201020530888.7 Level

RS
Order number

e aRARS

[tem

E1==HEl S

Range

BEINE

Thread O.D.

S

Thread Length GL |

Bo=E
Joint Length H

=R

Spanner Size

80T . &aEdiElA 1007 : of protection: within the_ specified range, use O — type sealing ring to tighten GM-SSG1/2 617 50.9 2 75 22/23
® R ERREN SR ERNMENZ ST EainE L smani @, N e a proseure 1/2"
SRR U E . Hib s ﬁ_l-ﬂﬁ?j( . fiih TESEL EE. HiS ® Working temperature: static: — 40°C to 100°C , a short period of time up to 120 °C GM-SSTT1/2 6-17 212 8 22 22/23
: = : : v + ETEL RS Dynamic: — 20 °C to 80 °C, a short period of time up to 100 °C
M—hsrTl @® Product features: special clamping claw, and the design of the clamping GM-SSG3/4 13-18 26.4 g 25 30
® FHOZE  EENIKELRENNEESR |, EL0EEREE L 5 ring is concave and convex clasped, forced to cooperate with tight 3/4"
—imo ENEEEE LD |, ol LIRE AR AE G H (1 A PtE S AR sh head assembly time-savers, cable clamping range is big, strong tensile GM-55T13/4 13-18 26.5 9 25 30
g b, resistance, can waterproof, dustproof, salt resistance, acid and alkali ] i
resistant, alcohol, grease and common solvent. GM-55G1 1" 18-25 33.2 10 29 40
@ Method of use: the metal cable waterproof connector 15 the product of form GM-SSTT1 18-25 33.2 10 29 A0
a complete set of the cable, connector cable can be lock, the other end can
access devices on the box body, also can choose thread access according GM-55G1/4 25-33 419 11 35 50
to the import and export for the internal thread of electric devices. 1-1/4"
GM-SSTT11/4 25-33 419 11 35 50
GM-55G1-1/2 32-38 47.8 12 37 57/55
= 1_1/211
I g / Chart GM-SSTT1-1/2 32-38 48.0 12 37 57/55
GM-SS5G2 37-44 59.6 14 38 65
2||
i GM-SSTT2 37-44 60.0 14 38 b5
el Vadik e u GM-55G2-1/2 42-52 75.1 16 42 77
z_uzu
= GM-SSTT12-1/2 42-52 7126 16 42 77
| GM-55G3 65-70 87.8 18 45 94
i 3!!
%) GM-SSTT3 65-70 88.6 18 46 94
L

ORIEEFSENERTER, BAIEH , WlkEEs |

= AG - According to the actual needs of customers, special customization, welcome to inquire!




SEGIT=RIPGIKIESL CE RoHS IP68 BTSRRIk (€ RoHS IP6S

Metal anti-folding waterproof joint Metal anti-folding waterproof joint

M BFITSEB4ESL /M type anti-bending cable connector

— ZEHIE Model specification & Mm GLmm Hmm ¥ mm AGmm
S= GM-M12x1.5 3-6.5 8 65 16/17 12
= - 2500
== GM-M12x1.5 2-5 8 65 16/17 12
sS= GM-M14x1.5 4-8 8 70 19/20 14
== 2000
= GM-M14x1.5 2-6 8 70 19/20 14
t,’_ GM-M16%1.5 4-8 8 70 19/20 16
| o 2000
tﬂ — GM-M16x%1.5 2-6 8 70 19/20 16
=
= GM-M16x1.5 5-10 8 78 22 16
- 2000
4 ' GM-M16x1.5 3-7 8 78 22 16
GM-M18x1.5 5-10 8 78 22 18
1000
GM-M18x1.5 3-7 8 78 22 18
GM-M20x1.5 6-12 9 30 24 20
1000
GM-M20%=1.5 5-9 9 90 24 20
GM-M20%1.5 10-14 10 100 27 20
1000
GM-M20x1.5 7-12 10 100 27 20
GM-M22x1.5 10-14 10 100 27 22
. - 900
Zaes GM-M22x1.5 7-12 10 100 27 22
® H#E  EiEEEE. B PA(UL File NO:E240925) ; GM-M25x1.5 13-18 10 112 33/34 25
® FEEHE - T AEtEET (NBR) @B (EPDM) ; 500
® [ - PGS ( EEERGI , FHER O- BHE ) GM-M25%1.5 9-16 10 112 33/34 25
- . i % .o = y
® HIERE : 7% -40TE 100T , 1JHYE 120C ; @75 -20CE 80T , 1§HIZE 1007, EM-M27x1 5 13.18 10 119 33/34 7
400
GM-M27x%1.5 9-16 10 112 33/34 27
Overview
® Material: brass nickel plated, nylon PA (UL File NO: E240925). PG EIfpITSEB4iiESL /PG type anti-bending cable connector
® Seal Nitrile rubber (NBR) weather resistant rubber (EPDM).
® Degree of protection: IP68 (tightening and use O-seal). e | - -
® Ambient temperature: static —40 °C to 100 °C |, short—-term to 120 C ; dynamic —20 °C to B0 °C , short—term to 100 °C . oSS Oraerimnes wiidaants SRl KA
GM-PG7 3.6.5 8 65 15/16 12.5
2500
GM-PG7 2-5 8 65 15/16 12.5
i:l:ﬁ =3
== / Chart GM-PG9 4-8 8 70 19/20 15.2
T 2000
GM-PG9 2-6 8 70 19/20 15.2
GM-PG11 5-10 8 78 22 18.6
L1 ==t |2 =~ — L3 - _ 1 1000
= GM-PG11 3-7 8 78 22 18.6
3
o ! R R B G EEEEe oE  w T e
i =y B i = -T'J-T— IgAREAReRRRNRARARGaaaapeaas! ; GM-PG13.5 6-12 9 90 24 204
:" | T- = :'I :I 'I: [ 1000
! : @ — .:: ] : GM-PG13.5 5-9 9 S0 24 204
! ! | ] Wiy, '
. Sl R, C— IR () A S O ) L W, GM-PG16 10-14 10 100 27 22.5
- | = A A ) &LLUuLuLuuLuLuuLn_u..uu..b\.)[a‘-#hl‘*"*t""*r‘""‘l"""l"‘ﬂ—-u 800
O o J GM-PG16 7-12 10 100 27 225
GM-PG21 13-18 10 112 33/34 28.3
500
GM-PG21 9-16 10 112 33/34 28.3




EEW I EB LKL

Metal double locking cable waterproof connector

EENEB L FHKEESL

Metal double locking cable waterproof connector

CE RoHS 1P68 CE RoHS IP68

{148 =8 / Specifications

O g SBroAMZ (Mm e Froaasy | wEZE (mm
Eﬁ;ﬁfg WS AG | 1EEEEES (mm) ?hre} ;LIEEE ,ég:’ HIIRCAR (mm) | GLImm) | A EE Himm) | & iﬁé?;}m :
SpaTEe Thread size | Applicable cable | e Board caliber | Thread length Joint length TR
GM-NPM2/A M27*1.5 18-13 27 27-27.2 9 27 30
GM-NPM2/B M27*%2 18-13 27 27-27.2 9 27 30
GM-NPM28A M28*1.5 18-13 28 28-28.2 9 27 30
GM-NPM28B M28*2 18-13 28 28-28.2 9 27 30
GM-NPM30A M30*1.5 18-13 30 30-30.2 9 29 30/32
GM-NPM30B M30*2 18-13 30 30-30.2 9 29 30/32
GM-NPM32A M32*1.5 22-15 32 32-32.2 10 29 35
GM-NPM32B M32*1.5 20-16 32 32-32.2 10 29 35
GM-NPM32C M32*2 22-15 32 32-32.2 10 29 35
GM-NPM33A M33*1.5 22-15 33 33-33.2 10 29 35
GM-NPM33B M33*2 22-15 33 33-33.2 10 29 35
GM-NPM36A M36*1.5 25-18 36 36-36.2 10 31 40
) verview - . -36.
M O GM-NPM36B M36*2 25-18 36 36-36.2 10 31 40
GM-NPM3/7A M37*1.5 25-18 37 37-37.2 10 31 40
® WS  LFHIE Metric ® Screw specifications: metric teeth Meatric
0 RHE ; Bl EaEREEsE  EEEEE e ® Material: The main part of the joint is made of brass nickel plated, the GM-NPM3/7B M37*2 25-18 37 37-37.2 10 31 40
(PA ) 5% , BESHH] O BURPEIERrISRA T RIS ( NBR ) HI5% s :ib”;:ffmgﬁ?”'““ PIRsE (. SHG TS0 AN Lt 6t GM-NPMA40A MA40*1.5 2518 40 40-40.2 11 31 40/45
® 7rrtAll : B CE AL, KRiH ROHS AME, BRI REACH TALE ; ® Product certification: European CE certification, European ROHS GM-NPMA40B MA40*2 25-18 40 40-40.2 11 31 40/45
® FEREH : SERFREH , TRIES/ ZL 2010 2 0530888.7 ; certification, European REACH certification. =
o [FPES - CERELISEEA , FHEH O &iEHEIESaEL ® Patent obtained: utility model patent, patent number is ZL 2010 2 GM-NPMA0C M40*1.5 30-22 40 40-40.2 11 35 45
3] IP68-10 BT ; 0530888.7. GM-NPM40D M40*2 30-22 40 40-40.2 11 35 45
® T{ERE - 8= -40TH 100T , SafELL 120, zh% : -20T ® Degree of protection: Within the specified bayonet range, use an O-ring to
5 80C , f5HTiELA 100°C ; tighten the head to achieve IP68-10 bar pressure. GM-NPM42A M42%1.5 30-22 42 42-42.2 11 35 45
® Working temperature: static: =40 C to 100 °C, short time up to 120 °C . GM-NPMA42B MAa2*2 30-22 42 42-422 11 35 45
¢ Hﬂﬁﬁﬂ ARSI AT REIRIHLERRRaTRs L Dynamic: =20 °C to 80 °C , short time up to 100 °C.. :
IRAGES E‘&iﬁ:ﬂﬁ %ﬂﬂﬂﬁﬂjﬁl ® Thread length: Short thread is suitable for use on the opening of thin plate GM-NPM4/7A M47*1.5 33-25 47 47-47.2 11 37 20
® o FEEENSXEEMNMOEZi= |, BE&RELER or equipment with internal thread, long thread is suitable for joining thick N
LRHEFR] R ERATEE . FECR. TIRK. B, it TS, plate. The thread lengthening type can be customized. GM-NPM478B V"2 ghee -1 Hgthic 13 il ik
s SR —EA| ® Product features: special clamping jaw and clamping ring concave and GM-NPMA4S8A MA48*1.5 33-25 48 A48-48.2 11 37 50/52
convex design, easy to assemble with tight head, convenient clamping cable
range, strong tensile strength, waterproof, dustproof, salt resistant, acid and GM-NFMA80 M4g*2 33-25 43 48-48.2 — 37 >0/52
alkali resistant , alcohol, grease and general solvents. GM-NPMS0A M50*1.5 38-32 50 50-50.2 12 37 50/55
m ﬁ /S TS GM-NPM50B M50*2 38-32 50 50-50.2 12 37 50/55
%ﬂ ecitications
P GM-NPM54A M54*1.5 38-32 54 54-54.2 17 38 57
Py =PI EiTrah= (N o= GM-NPM54B M54*2 38-32 54 54-54.7 12 38 57
F*nn"sﬁz? B I AG 1= FREESE (mm) %hrj;ﬁ:;:::} O (mm) (o GLImm) | 512 Himm) I ﬁir;é?;ml
nu_mhe_*r Thread size | Applicable cable diﬁmpter- Board caliber Thread length Joint length di'ir;we:t:ﬂr GM-NPMS56A M56%1.5 38-32 56 56-56.2 12 38 57/59 |
GM-NPM56B M56*2 38-32 56 56-56.7 12 38 57/59
kit = 252 : s ’ = 4 GM-NPM60A M60*1.5 44-37 60 60-60.2 13 38 64
GM-NPM10 M10*1 6.5-3 10 10-10.2 7 19 14 - :
4 * i
GM-NPM12 M12*1.5 6.5-3 12 12-12.2 7 19 14 ook s el = e - = =
T ETITI T = = T 5 = = GM-NPMG3A M63*1.5 44-37 63 63-63.2 13 38 64/68
CM-NPM16 MlE*l.E 2 1 e 16 15-2 2 50 13 GM-NPM&3B M63*2 44-37 63 63-63.2 13 38 64/68
GM-NPM18 M18*1.5 10-5 18 18-18.2 8 21 20 o b s Ll e i b = X b i
GM-NPM20 M20%1.5 12-6 20 20-20.2 3 22 22 SNV B 2 31 i bk 64 13 = bA/6a
GM-NPM22 M22%1.5 14-10 27 337975 8 23 24 GM-NPM72 M72*2 52-42 12 12-72.2 15 42 Vi
“GM-NPM24 M24*1.5 14-10 24 24-24.2 9 25 24/27 GM-NEM/5 M75%2 3242 3 12 1o 4z 11
GM-NPM25A M25*%1.5 14-10 25 25-25.2 g 25 24/27 GM-NPM3&0 M380*2 62-55 80 80-80.2 15 45 88
GM-NPM25B M25%1.5 16-8 25 25-25.2 9 27 27 GM-NPM83 MB88*2 70-65 88 88-88.2 15 45 94
GM-NPM25C M25*1.5 18-13 25 25-25.2 9 27 30/27 GM-NPM100 M100*2 84-78 100 100-100.2 15 45 110




BW szl ek € RoHS 1P68 BW sa=Rised siissk € RoHS 1P68

BW armored explosion-proof cable connector BW armored explosion-proof cable connector
HiE=8& / Specifications
=l RS
Cable Diameter Hexagon Size
X Th Sri; Eilfgt h R RE
Thread = - Mating Length I e
L (mm) =R =y : T "G"(mm) | &Y "H (mm)
;}‘T . M- “" "111 Across Across
EUELY ax{mimy; flat"G"(mm) |Corners"™h"(mm)
GM-BW-0 BW-0 10 12.6 16.0 23 22 25
GM-BW-1 BW-1 10 15.9 19.0 26 27 32
GM-BW-2 BW-2 10 20.6 26.5 29 35 40
GM-BW-3 BW-3 10 26.5 33.0 32 47 48
GM-BW-4 BW-4 15 349 405 36 52 60
GM-BW-5 BW-5 15 446 51.0 45 65 75
m GM-BW-6 BW-6 15 57.0 67.0 50 82 94
® HfE : EEREE
. i | .
® KSR : IP68-10 EFE ; | ) B GM-BW-7 BW-7 15 68.0 79,5 60 96 110
® T{ERE : i¢% . -40CH 1007, j5AERE 120C ; 555 : -20°CHI 80T, {EA4ERL 1007,
GM-BW-8 BW-8 15 740 83.0 65 100 115
Overview GM-BW-9 BW-9 15 82.0 91.0 69
® Matenal: nickel plated brass;
® Waterproof rating: IP68-10 bar pressure; B\AL 5
® Working temperature: static: —40 °C to 100 °C , short time up to 120 °C ; dynamic: —20 °C to 80 °C , short time up to 100 °C.. L b E = == e

¢EZf3E] / Chart

HESH FEIN Fik ;e L. 253
Tightening nut Clamping claw Body Screw Lock nut

=
>




BDM Brjgissk & RoliS 1P68 BDM Ppiissk € RoHS 1P68

BDM explosion-proof joint BDM explosion-proof joint

{148 =8 / Specifications

EHSEE (mm ) FMERS ( mm )
Cable Diameter Dimensions IS
' o | Explosion-proof mark
i A % PR
[ncoming line | Maximum outlet
GM1/2" O8-14 @12 74 16 27
GM3/4" D13~-P18 D16 74 16 33
GM1*" $18~-P24 ®22 73 18 42
GM* & 024~-P32 ®28 96 18 50
GM'/," ©30~-P38 ©34 104 18 65 Eé{(i[l;:{f&_g[t;
GM2Z2" D36~D48 D44 110 18 74
GM'/," P48-P56 ®51 125 20 87
GM3" O56~D66 @60 125 20 g8
R Overview GM4" D66-D82 D75 152 22 126
® —EHE  (LFEE  IMEASIN ; @® Material: high quality brass; environmentally friendly stainless stesl
® [HiPS « P68 @ Protection level: IP68; FAEEEEARREE YRR | TR EEm | WEHEE,
@ EAEE 1 X, 2 XiEieigrr ; 1A, 1B, IC SEEEEHSEIRAG ; @ Scope of application: hazardous areas in Zone 1 and Zone 2; explosive gas Made of brass or stainless steel, mechanically clamped, can be used for armored cable, double sealed construction.

atmospheres of Class llA, IIB and IIC;
@ Product features: good protection performance;

@ |t has the characteristics of convenient use, convenient installation. safe and

@ RS « PPIEEEET -
o B, THESE , BaTST , PSR EES
® 7= GB3836-2000 , IECe0079 tnEEK.

reliable structure and superior explosion-proof performance. S4SEE (mm ) SMERST ( mm )
B ' At
Item | _ ‘ o [ Explosion-proof mark
S e =
{9 / Chart UG A 11
=ATI= [ncoming line Maximum outlet
GM1/2°S O6~P12 ®10 78 16 27
GM1/2° ®8~P15 P12 78 16 30
D
G

GM3/4° ©13~920 @17 78 16 35

i |

EE ,_] GMT-" ©18~D25 ©22 87 18 42

¥ s |

Y .
i
o GMY/. " 024~D32 28 100 18 53
g “‘l—L‘[" : Ex d IIC Gb
7 1 EX tD A20

{ GM™/," ©32~-040 D34 108 18 62

=S GM2" ®40~D50 45 110 18 74
GM'/," O50~-D66 ®58 130 20 90
GM3° O65~D78 @70 130 20 108
GM4" ©78~-D98 D90 140 22 126

FAEEERAGEMERE  IURER | AR EERY | WEHEE,

Made of brass or stainless steel, mechanically clamped, can be used for armored cable, double sealed construction.
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TJ single compression stuffing box TJ single compression stuffing box

=&Y / Specifications &£ Unit : mm

22 HIE Thread
= 5RAE =1spElas _ Sk

FEIE
Body Outer
Diameter D

Joint Length H

-
e

i
—
e —

o -

ltem Range @ | Thread Length H

TJ8 57 M16x1 M14x1 g 19 32
TJ13 6-12 M20x1 M18x1 10 24 35
16 11-15 M27x1.5 M22x1.5 12 31 40
TJ19 14-18 M30x1.5 M27x15 12 345 42
TI24 17-23 M35x1.5 M30x1.5 12 40 a4
TJ28 22-27 M42x 2 M36x1.5 15 465 46
TI34 26-33 M47 %2 MA2x2 15 54 49

® HE : PEEREE

@ FEMY . TSR, A

® [A7KE : THEMSE, RESE ; TI42 32-41 M55x 2 M52 x2 15 60 54

@ BE : §EiREI

® [H7kELs : 1P54 ;

® T/EEE : 855 - -40TT 100, [984EEL 120 : 3h : -20°C3 80T |, 5EAtiERL 100, TJ50 40-40 M62x2 M58x 2 15 60 56

_ TJ58 A8-57 M71x2 M68 2 20 775 56
Qverview

® Material; plated brass;

® Seal: nitrile rubber, siliconea rubber;

® Waterproof ring: nitrile rubber, silicone rubber;

® Washer: nickel plated iron ring;

® Waterproof rating: |P54;

® Working temperature: static: —40 °C to 100 °C, short time up to 120°C ; dynamic: =20 °C to 80 °C , short time up to 100 °C .

¢Et3E] / Chart

pok o Fi wE Tk S 4 Fib o34
Sealing Mut Flat pad Casing piece Flat pad Body Flat pad Lock nut

D ()

)

@9




JIS HxVIRAA

JIS Japanese stuffing box

JIS HxVIRFA

JIS Japanese stuffing box (€ RoHS 1P638

CE RoHS IP68

{148 =8 / Specifications

oy e S T _,r » 50,6 HUHE 1=
THRS BTl N iEFa  DE e sl

o

59.6 machine board
caliber

Clamping part

specifications Applicable cable | Thread le

Order number Thread size

GM-JIS10A A b-7
JIS-10 3/8° 11 16.6
GM-JIS10B B 7-8
GM-JIS15A A 8-9
GM-JIS15B JIS-15 1/2° B 9-10 11 20.9
GM-JIS15C C 9-11
GM-JISZ20A A 11-12
GM-JISZ20B JIS-20 3/4° B 12-13 11 26.4
GM-JIS20C C 12-15
GM-JIS25A A 15-16
GM-JISZ25B JIS-25 1° B 16-18 11 33.7
GM-JIS25C C 16-20
GM-JIS30A Py 20-22
GM-JIS30B JIS-30 1-1/4° B 22-24 12 419
GM-JIS30C C 2-26
GM-JIS35A A 26-28
GM-JIS35B JIS-35 B 28-30
m GM-JIS35C C 26-30
- 1-1/2° 12 47.8
@ HFE : EiEER GM-JIS40A A 30-32
® FElg - THEERE, S '
® [57kEE - THEteh:. Rt - GM-JIS40B JIS-40 B 32-34
® B  FRELS GM-JIS40C C 30-34
® [A7KEEL: - IP54
® T/EEE : 8= : -40°C3) 100°C , SEaiERL 120 ; 32 : -20°C% 80°C , LEAdiakL 1007, GM-JISA5A A 34-36
GM-JIS45B JIS-45 B 36-38
. GM-JIS45C C 36-40
Overview y.a 12 59.6
GM-JJS50A A 40-42
® Material; plated brass;
® Seal nitrile rubber, silicone rubber: GM-JIS50B JIS-50 B 42-44
® Waterproof ring: nitrile rubber, silicone rubber;
® Washer: nickel plated iron ring; GM-JIS50C C 40-44
L Watelrprnnf rating: lF'Er-i | . | | GM-JIS55A A AA-A6
® Working temperature: static: —40 °C to 100 °C , short time up to 120°C ; dynamic: —20 °C to 80°C , short time up to 100°C .
GM-JIS55B JIS-55 B 46-48
GM-JIS55C C 46-50
‘Fbﬁ = 2-1/2" 12 /51
=k I Chart GM-JIS60A Py 50-52
GM-JIS60B JIS-60 B 52-54
aFE @ T e i F;Em éﬁ, Fa L;kﬂm GM-JIS60C C 52-56
Sealing Nut Rat pad Casing plece p at pa GM-JISE5A A 56-58
JIS-65
m GM-JIS65B B 58-60
i GM-JIS65C C 60-62
JIS-70 3" 14 8/.8
GM-JIS70A A 62-64
- / GM-JIS70B g 64-66
- JIS-75
GM-JIS/70C C 66-70
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Metal expansion ring Metal expansion ring
HIESE/ SPECiﬁcatin“S {7 Unit : mm
INEERT %= SMES (D1) gL (D2) ST GL =& (H) w3== (D)
Hexagon Outer Thread | Inner Thread | Thread Length Height Spanner Size
GM-AH12/16H GM-AC12/16C Mi12x15 M16x15 6 10.5 18
GM-AH16/20H GM-AC16/20C M16x15 M20x15 6.5 105 24
GM-AH20/25H GM-AC20/25C MZ20x15 M25x15 7.5 115 27
GM-AH25/32H GM-AC25/32C M25x15 M32x15 a3 12 35:5
GM-AH32/40H GM-AC32/40C M32x15 M40=x15 9 13 43
GM-AH40/50H GM-AC40/50C M40x15 M50x15 10 16 55
GM-AHS50/63H GM-ACS50/63C M50=1.5 M63x1.5 10 17 70
GM-AHPG//9H GM-ACPG//9C PG/ PGY 6 10.5 18
EE GM-AHPGY/11H GM-ACPGY9/11C PGY PG11 6.5 10.5 20
® ~EHE MRS RS RE SRS ;
s ; GM-AHPG11/13.5H GM-ACPG11/13.5C PG11 PG13.5 6.5 10.5 22
® —RHIE | R ARENSSMERTHHTEEEE | M[EBREEFERES , £ ARSI EREE AR EREEE ; / /
® FaaiEtk - S EEElE .
GM-AHPG13.5/16H GM-ACPG13.5/16C PG13.5 PG16 6.5 11 24
Ov El‘\fi ew GM-AHPG16/21H GM-ACPG16/21C PG16 PG21 7.5 11 30
@® Material: high guality brass nickel or chrome made GM-AHPG21/29H GM-ACPG21/29C PG21 PG29 8 11 39
@® Product use: This product can be different thread diameter of the free conversion, according to customer requirements, the production of different thread length
and other different threads between the conversion
® Product shape: hexagonal or round GM-AHPGZ29/36H GM-ACPG29/36C PG29 PG36 9 13 50
GM-AHPG36/42H GM-ACPG36/42H PG36 PG42 10 15 57
m 1( Chart GM-AHPG42/48H GM-ACPG42/48H PG42 PG48 10 16 64
5 5 GM-AH3/8-1/2H GM-AC3/8-1/2C G3/8" G1/2" 6 105 24
_‘ GM-AH1/2-3/4H GM-AC1/2-3/4AC G1/2" G3/4" 6.5 10.5 30
GM-AH3/4-1H GM-AC3/4-1C G3/4" G1" 1.5 13 40
GM-AH1-1-1/4H GM-AC1-1-1/4C G1" G1-1/4" 8 13 50

oRIEEFFSEInERTER,. SalES , WFEEE !

According to the actual needs of customers, special customization, welcome to inquire!
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Metal reduction ring Metal reduction ring

HIESE/ SPECiﬁcatin“S EA{i} Unit : mm
RS EHE =7 gLy (D1) AiEwy (D2) BarsE GL
Hexagon Circle Outer Thread | Inner Thread | Thread Length
GM-MH16/12H GM-MC16/12C M16x1.5 M12x1.5 b 9 18
GM-MH20/16H GM-MC20/16C M20x1.5 M16x1.5 6.5 9.5 22
GM-MH25/20H GM-MC25/20C M25x15 M20x1.5 1.5 10.5 30
GM-MH32/25H GM-MC32/25C M32x15 M25x1.5 38 11.5 39
GM-MH40/32H GM-MC40/32C M40x1.5 M32x1.5 9 12.5 43
GM-MH50/40H GM-MC50/40C M50x1.5 M40x1.5 10 14 57
GM-MHG&3/50H GM-MC63/50C Me3x1.5 M50x1.5 10 14 65
GM-MHPGSYS//H GM-MCPGY//C PGY9 PG/ 6 9 18
ﬁi& GM-MHPG11/9H GM-MCPG11/9C PG11 PG9 6.5 9.5 20
® EHE - EMERE SRS
® ooHHIE | Il BEAA NSNS R TE8ERE |, AREEPERESH , - AESSEE R EIAEE S 7 BRIEE | SRR G SNEIA S A L AR tall o= = e
® ook SSEEEER,
GM-MHPG16/13.5H GM-MCPG16/13.5C PG16 PG13.5 6.5 9.5 24
Overview GM-MHPG21/16H GM-MCPG21/16C PG21 PG16 15 10.5 30
@ Material: made of high quality brass nickel
® Product use: This product can be different thread diameter of the free conversion, according to customer requirements, the production of different thread length GM-MHPG29/21H GM-MCPG29/21C PG23 PG21 8 11.5 39
and other different threads between the conversion
W Fesuetape:eaageng griaun GM-MHPG36/29H GM-MCPG36/29C PG36 PG29 9 125 50
GM-MHPG42/36H GM-MCPG42/36C PG42 PG36 10 14 57
ZtdE / Chart
5 GM-MHPG48/42H GM-MCPG48/42C PG48 PG42 10 14 64
O - -
GM-MH3/4-1/2BH GM-MC3/4-1/2BC G3/4" G1/2" 1.5 10.5 30
GM-MH1-3/4H GM-MC1-3/4C G1" G3/4" 1.5 10.5 40
GM-MH1-1/4-1H GM-MC1-1/4-1C G1-1/4" G1" 8 11.5 50

oRIEEFFSEInERTER,. SalES , WFEEE !

According to the actual needs of customers, special customization, welcome to inquire!
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Metal cover

CE RoHS IP638

ERBWE

Metal cover

CE RoHS IP68

HIESE/ SPECiﬁcatin“S E{7 Unit : mm
AR Bl RS 7 NFEZAS |aUE GL 78 154 (D)
[tem Circle Hexagog Thread Length Spanner Size
PG/ GM-PG/C GM-PG/H 5 8 14
PGY9 GM-PGSC GM-PGSH b 9 17
PG11 GM-PG11C GM-PG11H b 9 20
PG13.5 GM-PG13.5C GM-PG13.5H 6.5 9.5 22
PG16 GM-PG16C GM-PG16H 6.5 95 24
PG21 GM-PG21C GM-PG21H 7 11 30
PG29 GM-PG29C GM-PG29H 8 12 40
PG36 GM-PG36C GM-PG36H 9 15 50
PG42 GM-PG42C GM-PG42H 10 16 57
PG48 GM-PG48C GM-PG48H 10 16 64
M8x1 GM-PM8C GM-PM8H 5 8 12
M10x1.5 GM-PM10C GM-PM10H 5 8 12
M12x1.5 GM-PM12C GM-PM12H 5 8 14
Mlex1.5 GM-PM16C GM-PM16H b 8 17
Eﬁ M18x1.5 GM-PM18C GM-PM18H b 9 20
. NI A : | M20x1.5 GM-PM20C GM-PM20H 6.5 95 22
@ TR hTSENTLEERGTLET | & B30, oAk, PreinEbiissl, B, i, BEE—ERER i B L S = s ' :
® [ <54% © P65, M22x1.5 GM-PM22C GM-PM22H 6.5 9.5 24
) M24x1.5 GM-PM24C GM-PM24H 6.5 10 27
Overview
M25x1.5 GM-PM25C GM-PM25H 6.5 10 27
@ Material: brass nickel plating
® Product features: for the preparation of the hole or the excess hole plug flat, so that the product beautiful, waterproof, dust resistant and resistant to acid, M30x15 GM-PM30C GM-PM30H 6.5 10 372
alcohol, oil, grease and general solvents,
@ Protection class: IP65 M32x1.5 GM-PM32C GM-PM32H 7 11 35
M36x1.5 GM-PM36C GM-PM36H 8 12 40
5198 / Chart M40x1.5 GM-PMA40C GM-PMA40H 8 13 45
Ma7x1.5 GM-PM47C GM-PM4/7H 9 15 50
M50x1.5 GM-PM50C GM-PM50H 9 15 55
|_ D D M54x1.5 GM-PM54C GM-PM54H 10 16 57
i Mb0x1.5 GM-PM6&0C GM-PM&0OH 10 16 &4
M J_\ Mb3x1.5 GM-PM63C GM-PMG63H 10 16 68
T
i'jl L M72x2 GM-PM72C GM-PM72H 10 16 78
¥
d

AREEPIRHEEER, BEEH , WilkaEi !

According to the actual needs of customers, special customization, welcome to inquire!
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Metal nut

CE RoHS IP638

i

® oot ﬁﬁ%ﬁ '

® PR 8oy

Rl RS EE,

Overview

@® Material:Brass, nickel plated

® Application:EMC locknuts for relialo le g rounding with edges cutting

through coated surfaces.

HEES8L / SPEEiﬁcatiﬂns E{7 Unit : mm
1 524585 Order number FEERAIEE Item == Spanner Size
GM-NUM12 M12x1.5 3 14
GM-NUM14 M14x1.5 3 17
GM-NUM16 M16x1.5 3 18

- GM-NUM18 M18x1.5 3 ' 20 I
GM-NUM20 M20x1.5 3 22
GM-NUM22 M22x1.5 3.2 24
GM-NUM2 M24x1.5 3.5 27
GM-NUM25 M25x1.5 3.5 27
GM-NUM27 M27%1.5 4 30
GM-NUM30 M30x1.5 4 32
GM-NUM32 M32x1.5 4 35

TREEALREREER, BRIEE , WlsksE |

According to the actual needs of customers, special customization, welcome to inquire!

EERE

Metal nut

CE RoHS IP68

M=/ Specificatinns E{7 Unit : mm
iTER43E Order number F=ERiis Item [ZI= Thickness
GM-NUM33 M33x1.5 4 36
GM-NUM36 M36x1.5 4 40
GM-NUM37 M37x1.5 4 40
GM-NUM40 M40x1.5 45 45
GM-NUM42 M42x1.5 5 45
GM-NUM47 M47x1.5 5.5 50
GM-NUM48 M48x1.5 5.5 52
GM-NUM50 M50x1.5 5.5 55
GM-NUM54 M54x1.5 5.5 57
GM-NUME60 M60x1.5 6 64
GM-NUM63 M63x1.5 6 68
GM-NUM64 M64x1.5 6 68
GM-NUM72 M72x2 8.5 78
GM-NUM75 M75x2 8.5 78
 GM-NUMBS0 M80x2 9 88 )
GM-NUMS8S M88x2 9 94
GM-NUM100 M100x2 9 110
GM-NUPG7 PG7 3 3
GM-NUPG9 PG9 3 3
GM-NUPG11 PG11 3 3
GM-NUPG13.5 PG13.5 3 3
GM-NUPG16 PG16 3.2 3.2
- GM-NUPG19 PG19 3.5 3.5
GM-NUPG21 PG21 4 4
GM-NUPG25 PG25 4 4
GM-NUPG29 PG29 4 4
GM-NUPG36 PG36 5.5 5.5
GM-NUPG42 PG42 6 6
GM-NUPGA48 PGAS 6.5 6.5
GM-NUPG63 PG63 8.5 8.5
GM-NUG1/2 G1/2 3 3
GM-NUG3/4 G3/4 4 4
GM-NUG1 G1 4 4
GM-NUG1-1/4 G1-1/4 5.5 55
GM-NUG1-1/2 G1-1/2 5.5 5.5
GM-NUG2 G2 6 6
GM-NUG2-1/2 G2-1/2 8.5 8.5
GM-NUGS3 G3 9 9
GM-NUPT1/2 NPT1/2 3 3
GM-NUPT3/4 NPT3/4 4 4
GM-NUPT1 NPT1 4 4
GM-NUPT1-1/4 NPT1-1/4 5.5 5.5
- GM-NUPT1-1/2 NPT1-1/2 5.5 5.5 )
GM-NUPT2 NPT2 6 6
GM-NUPT2-1/2 NPT2-1/2 8.5 8.5
GM-NUPT3 NPT3 9 9

OREEF R ERATR,. SolEs , WGlEE

According to the actual needs of customers, special customization, welcome to inquire!
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Nylon Cable Waterproof Connector Nylon Cable Waterproof Connector
HtE=8L / Specifications &85 Unit : mm
Order number Thread O.D. Thread Length Spanner Size
GM-NM12 M12x1.5 3-7 12 9 16/18
GM-NM16 M16x1.5 4-8 16 9 19/22
GM-NM18 M18x1.5 5-10 18 9 22/24
GM-NM20 M20x1.5 6-12 20 9 24/27
' GM-NM22 | M22x1.5 | 10-14 ' 22 ' 10 | 27/30
 GM-NM24 | M24x1.5 ' 12-15 24 | 10 | 28/33
GM-NM25 M25x1.5 13-18 25 12 . 30/33
GM-NM27 M27x1.5 13-18 27 12 33/35
GM-NM30 M30x1.5 16-21 30 12 37/37
GM-NM32 M32x1.5 16-21 32 12 35/39
GM-NM36 M36x1.5 18-25 36 12 42/45
GM-NM40 M40x1.5 22-32 40 17 52/52
| GM-NM50 | M50x1.5 ' 32-39 50 [ 19 | 60/60
GM-NM63 M63x1.5 34-77 63 19 69/75
s GM-NM72 M72x1.5 42-52 72 27 77/73
@ tH# : [EREER (PAGS) ;
® i - THRIEHE: (NER) ; GM-NPG7 PG7 3.5-7 12.5 104 16/18
: ??Egg I_Zf}i" i GM-NPG9 PG9 | 4-9 15.2 9.9 19/22
GM-NPG11 PG11 5-11 18.6 10.6 22/24
Overview GM-NPG13.5 PG13.5 6-12 20.4 10.3 24/27
® Material: nylon plastic (PAG6) GM-NPG16 | PG16 “ 10-14 | 22.5 | 11.2 | 27/30
® Seals: Hitrile rubber (NBR) . | L |
: ;E:;;f; E;ﬂ;ﬁfm o0 GM-NPG19 PG19 12-15 24 114 28/30
GM-NPG21 PG21 13-18 28.3 116 | 33/36
ZHIE / Chart GM-NPG24 PG25 16-21 30 12.1 35/37
GM-NPG29 PG29 18-25 37 124 42/45
GM-NPG36 PG36 22-32 47 12.6 52/58
Q_iﬂ@ ff}f;fﬂ %ﬁ EIIL Sk GM-NPG42 PG42 32-39 54 17.3 60/65
GM-NPG48 PG48 37-44 59.3 20.9 69/70
 GM-NPG63 ' PG63 ' 42-51 | 71 | 27.5 75/83

RIEZFLRERTER. BAlIES , WikEEEs |

Accnrding to the actual needs of customers, special customization, weicome to inquire
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Nylon waterproof wave connector

KR EEL

Nylon waterproof wave connector

CE RoHS 1P68 CE RoHS IP68

48 =8) / Specifications

ONER/S EENEES REEAES By (R ) it

ONE number Bellows model

Wave connector model Unit (only) Remarks

GMM12-10.0 AD10.0 M12*1.5 =
GMM16-13.0 AD13.0 M16*1.5 =H
GMM16-15.8 AD15.8 M16*1.5 =
GMM20-15.8 AD15.8 M20*1.5 =3
GMM20-18.5 AD18.5 M20*1.5 =
GMM20-21.2 ADZ21.2 M20*1.5 =
GMM22-15.8 AD15.8 M22*1.5 H
GMM22-18.5 AD18.5 M22*1.5 =
GMM25-21.2 ADZ21.2 M25*1.5 =
GMM25-25.0 AD25.0 M25*1.5 =2
GMM25-28.5 ADZ28.5 M25*1.5 =H
GMM32-34.5 AD34.5 M32*1.5 H
GMMA40-42.5 AD42.5 M40*1.5 =
GMMS50-42.5 AD425 M50*1.5 =
GMMS50-48.0 AD48.0 M50*1.5 =
. ] GMMS50-54.5 AD54.5 M50*1.5 =H
LA Overview
GMMG3-54.5 AD54.5 M63*1.5 =
® HiEdE : M12-AD10.0 & Me3A-ADS4.5 ; ® Specifications: M12-AD10.0 to MB3A-AD54.5;
@ =REHE: A, C. FEMISERERE PAGG Bl , B, DEMUERE=LAH ® Material: A, C, F parts are made of nylon PA66 material, and parts B and D GMPG7-10.0 AD10.0 PG7 =
i Rt B - are made of EPFDM weathering rubber;
o TiEgsE - —4L:II"E OG- ® Working temperature: —40°C ~ 100°C ; GMPG9-10.0 AD10.0 PG9 =
T e ! ® Flame retardant rating: V2 (ULS94);
® FERRSSER V2 [_'*:'_qu ) | ® Product Features: This high—performance waterproof nylon bellows joint is GMPG11-13.0 AD13.0 PG11 =
® =R | ARSIk EE RN EELRE T =k, &—F &R perfect for water pressure resistance. It is a product that can maintain air
IHFAEthRERERFSEENTR | TRl 2NATESSNEahitis tightness even when pulling bellows, It is widely used in waterproof and GMPG13.5-15.8 AD15.8 PG13.5 =
: : anti-mobile equipment. Oil and airtight occasions.
=LK, B =Eas. eniE EaEp Fane A | GMPG13.5-18.5 AD18.5 PG13.5 A
GMPG16-15.8 AD15.8 PG16 =
5148 / Chart
GMPG16-18.5 AD18.5 PG16 =
GMPG16-21.2 ADZ21.2 PG16 =
) 5 R Tlﬁﬁ';‘ GMPG16-21.2 AD21.2 PGZ21 =
lam ri ht head
itk ° GMPG21-25.0 AD25.0 PG21 =
GMPG21-285 ADZ28.5 PG2Z21 =
GMPG29-345 AD345 PG29 =
hil_-‘a GMPG36-425 AD425 PG36 =
GMPG42-425 AD42.5 PG42 =2
GMPG42-48.0 ADA48.0 PG42 =
GMPG48-54.5 AD54.5 PG48 =
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Nylon anti-bending cable waterproof connector Nylon anti-bending cable waterproof connector
HiE=8 / Specifications
—— e R4S BELTHNE BT eSS
ltet;% ' term NG Cable Range Thread O.D. Thread Length Spanner Size
SO S P (mm) C1(mm) C2(mm) A&Hmm)
TG SXL-M12A -55 3-5.5 12 8.5 18/19
x1.
SXL-M12A -8 45-8 12 8.5 18/19
SXL-M16AS -5.5-5T 3-5.5 16 10 22/19
SXL-M16AS -8-ST 45-8 16 10 22/19
- |
- M16x1 S SXL-M16A -7-5T 4-7 16 10 22/22
- = | _ SXL-M16A -10-ST 6-10 16 10 [ 2722
— — SXL-M16AL -7 4-7 16 15 22/22
- — SXL-M16AL -10 6-10 16 15 22[22
-— SXL-MZ20AS -11 4-8.8 20 10 21724
'llr-l—"'". "'"-‘.,_ -
— N SXL-MZ0AS -14 7-125 20 10 | 27/24
; , MIOX15 SXL-M20A -11-ST 7-11 20 10 21127
x1.
\n-—_f SXL-M20A -14-ST 9-14 20 10 211217
SXL-MZ20AL -11 7-11 20 15 27127
SXL-M20AL -14 9-14 20 15 211217
MO7x1 5 SKXL-M22A -11-ST 7-11 22 10 29/27
' - SXL-M22A -14-51 9-14 | 22 10 _ 29/27
MIE %1 5 SXL-M25A -16 12-16 25 15 33/33
& l- g .
79 Overview SXL-M25A -18 14-18 25 15 33/33
@ IR : LN 5IF (Metric). PG F. G (PF/BSP/PS)F. NPTHF ; ® Thread:Metric,PG,G(PF),and NPT thread DG SXL-PG/A -5.5 3-3.5 12.5 8 | 17/13
©® R4 :A.C.EF 2845 ULIATI = fE1E PAGG( TN EEL: UL94V-2) IRk ; ® NMatenals: UL approved hf!a,lelc:-n PABBIFlammability UL94V-2)for A.C.E.F parts; SX1-PGJ7A -8B A5 8 12.5 2 17/19
( BI5E®l UL TARTRY V-0 B ER EER); ‘éﬁpﬂgiﬂib:??s:ggr:i@ UL V-0); " SXL-PGY9A -55 3-55 15.2 8.2 22/19
B.D &5 R =TT A RS Besink ; . ~ (Accept to make super rubber,resist high temperature rubber,resist strong SXL-PGYA -8 4.5-8 15.2 8.2 | 22/19
l{fﬁgﬁﬁﬁﬁﬁﬁ: s @ ?:-Eidfalka“ﬂf' IP68-10 B PG11 et e 4y o = s
: -10 ; rotection degree: =10 Bar
® T/EEE:#E-40CE100T , sSiEmEnMHAE 120T : sh=-20CE @® Working ternperature:—40T to 100°C in static state,or instaneous heat . le‘ PG11A-10 6-10 I 18.6 1 10 1 24/22
20°C , SEREnIEAE 1007 resistance up to 1207C ; -207C to 80T in dynamic state,or instantaneous SXL-PG13.5A-8. 8 | 4-8.8 l 204 _ 10 ! 27/24
® RSN EREENSRERZRT , REBYTERA , RADIEE, 7 heat resistance up 1o 100°C . . SXL-PG13.5A-12.5 7-12.5 204 10 27/24
% . 3 ® Features:The claws and seals of excellent design,sealing nut hace a - ' E aa | 7 - I - 1
b7k, Ba “nﬁm MISSRE. S, . SEBRN R ‘click"sound and re—open,can hold cable firmly and have a wider cable range. Al lade 0l 08 | -1 U4 i L2
® EREMER R, e, HEMERER, Resistant to salt water,weak acid,alcohol,oil,grease and common solvency. SXL-PG13.5AZ-125 9-14 204 10 21127
I EREEEFEE T ® Colours:Black(PAL3005),gray(PAL7035),ather color available upon request. _—_— SX|-PG16A-11 7-11 225 10.8 30/27
SXL-PG16A-14 9-14 225 10.8 30/27
Mote: Please contact the factory for special specifications. SXL-PG21A-16 10-16 78 3 12 36/33
PG21 '
SXL-PG21A-18 13-18 28.3 12 36/33
Eﬁ / Chart G(PF) 1/4" SXL—Gl,(f-‘l—E 3-5.5 13.157 8.5 19{19
SXL-G1/4-8 ) 4-8 I 13.157 | 8.5 _ 19/19
G(PF) 3/8" SXL-G3/8A-7 4-7 16.662 15 22/22
SXL-G3/8A-10 6-10 16.662 15 22/22
Lock Nut Washer Body Sﬁal 5§Ealinﬂ Nut GiP /2" SXL-G1/2A-9 4-8.8 20.955 15 27/24
el &k B R BR SR SXL-G1/2A-125 7-12.5 20.955 15 21724
G(PF) 3/4" SXL-G3/4A-13 7-13 26441 15 36/33
SXL-G3/4A-175 12.5-18 26441 15 36/33
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specification flexble can be customized free samples provided




